


General 
►�‡ 120,000 lb. Capacity in 12’ Load Concentration w/Stinger

►�‡ 100,000 / 80,000 psi yield steel main beams

►�‡ Est. Weight:  22,800 lbs. w/26 ft. deck and 53 ft. o/a length

Gooseneck
►�‡ Hydraulic non-ground bearing Lo-Pro Scraper Neck

►�‡ Tapered Front to avoid damage to air, electric & hydraulic �ttings 

►�‡ 12’-9” gooseneck w/attachment for 36” Flip Box

►�‡ Swing Clearances of 86”, 110” & 146”

►�‡ Air-Activated self-locking pin on gooseneck, “positive safety lock”

►�‡ Fully recessed air & electrical hook-up

Deck
►�‡ 4 full depth 16 in. cambered deck beams

►�‡ 26’ – 28’ deck length

►�‡ 30” double hinged heavy duty �ip ramps

►�‡ 13 pair chain slots in outer �anges 

►�‡ 24” loaded deck height

►�‡ 2” nominal apitong decking secured with carriage bolts & clips

►�‡ Fully boxed beam in front ramp approach 

             - w/ integrated clearance light & �ag holder

►�‡ 13 pair – full depth out-riggers with spring loaded retainer clips

►�‡ Wide Load Package 

             - inside gusset from crossmembers to o/s beam web & �anges 

             - prevents de�ection in o/s web when utilizing outriggers

►�‡ 6 Pair bent D-Rings on each side

►�‡ 60” Pierced plate in front deck area for chain & binder storage

►�‡ 96” bucket well at rear deck with Pierced plate 

             - Offers maximum clearance

Subframe
►�‡ Frame reinforcing for future stinger & 2 �ip axles (5 axles total)

►�‡ Air lift 3rd axle w/3 position manual raise & lower valve 

             - avoids suspension damage when raise & lower valve left in position

►�‡ 27,500 lb. axles – 5” x ¾” wall

►�‡ Firestone tires

►�‡ 3rd Tail light w/strobes & 4-way plug – All LED lights

►�‡ Rear marker lights are dual intensity 

►�‡ Re-designed rear tailgate 

             - allows operator to easily work all controls and add additional axles


